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1 I 2 3 4 I 5 6 7 8 9 10
& 20A—125V, HOSPITAL GRADE, GROUNDED SINGLE RECEPTACLE, MOUNT AT 18" AFF UNLESS OTHERWISE NOTED. 1. ALL MOUNTING HEIGHTS ARE TO CENTER OF DEVICE UNLESS OTHERWISE NOTED.
., 2. ALL NEW WALL MOUNTED ELECTRICAL DEVICES ARE TO BE INSTALLED FLUSH IN WALL UNLESS OTHERWISE NOTED. ALL ELECTRICAL
&SH 20A—125V, HOSPITAL GRADE, GROUNDED DUPLEX RECEPTACLE, MOUNT AT 18" AFF UNLESS OTHERWISE NOTED. CONDUIT SHALL BE CONCEALED BEHIND FINISHED WALLS AND ABOVE FINISHED CEILING UNLESS OTHERWISE NOTED. THE COST TO CUT
AND PATCH WALLS SHALL BE THE RESPONSIBILITY OF THE TRADE REQUIRING THE CUTTING.
20A—125V, HOSPITAL GRADE, GROUNDED DUPLEX RECEPTACLE, CEILING MOUNT. 3. CONTRACTOR IS RESPONSIBLE FOR REMOVAL AND REPLACEMENT OF CEILINGS REQUIRED FOR ELECTRICAL WORK. CONTRACTOR SHALL
REPLACE ANY DAMAGED CEILING TILES.
TREA 20A—125V, HOSPITAL GRADE, GROUNDED TAMPER RESISTANT RECEPTACLE, MOUNT AT 18" AFF UNLESS OTHERWISE NOTED. 4. PRIOR TO INSTALLATION, VERIFY PRECISE LOCATION OF NEW OR RELOCATED WALL OR CEILING MOUNTED DEVICES WITH ARCHITECTURAL
ELEVATIONS AND REFLECTED CEILING PLANS.
@& DOUBLE 20A—125V, HOSPITAL GRADE, GROUNDED DUPLEX RECEPTACLE, MOUNT AT 18" AFF UNLESS OTHERWISE NOTED. 5. ALL NOISE GENERATING OPERATIONS, INCLUDING CUTTING OF CEILINGS, WALLS AND FLOORS, CORING, DRILLING, ETC. SHALL BE
SCHEDULED IN ACCORDANCE WITH PROJECT SPECIFICATIONS (SECTION O1 00 00). INCLUDE ALL PREMIUM TIME CHARGES IN BID.
20A—125V, HOSPITAL GRADE, GROUND FAULT INTERRUPTER RECEPTACLE, MOUNT AT 18" AFF UNLESS OTHERWISE NOTED. 6. CONTRACTOR SHALL CONNECT ALL MECHANICAL EQUIPMENT COMPLETE PER MANUFACTURER'S WIRING DIAGRAMS AND INSTRUCTIONS.
e COORDINATE WITH MECHANICAL CONTRACTOR AND VERIFY LOCATION, VOLTAGE, AMPS, NO. OF WIRES, AND PROTECTION REQUIREMENTS
—] o PRIOR TO ROUGH—IN. CONTACT ENGINEER WITH ANY DISCREPANCIES FROM DESIGN DRAWINGS.
TR &4
@ SAME DEVICE TYPES AS INDICATED ABOVE EXCEPT CONNECTED TO EMERGENCY CRITICAL CIRCUIT. /- ﬁgéo\g%'éosm‘,_',‘ ?&5?5?5&%'&% Ré%LLfogEOm%ﬁﬁ%EDW:LHTL'EE BTSAS?L',%%,%??_P'REMENTS OF THE PROJECT. ALL COSTS
8. DEFINITION: "PROVIDE” — FURNISH, INSTALL AND CONNECT COMPLETE.
9. PROJECT AND PHASING SCOPE LINES INDICATE WHERE GENERAL CONSTRUCTION BOUNDARIES OCCUR. ELECTRICAL WORK AND UTILITY
TIE-INS MAY OCCUR OUTSIDE OF SCOPE LINES.
] 208/120V—-3¢—4W PANELBOARD UNLESS OTHERWISE NOTED. MOUNT AT 78" AFF TO TOP OF PANEL.
77777 480/277V-38—4W PANELBOARD UNLESS OTHERWISE NOTED. MOUNT AT 78" AFF TO TOP OF PANEL.
GENERAL PURPOSE, 3 PHASE DRY—TYPE TRANSFORMER — TYPE AS NOTED ON PLANS.
C - FUSED DISCONNECT SWITCH — SIZE AND TYPE AS NOTED. PROVIDE CLASS RK1 FUSES UNLESS OTHERWISE NOTED.
NEMA 1 ENCLOSURE UNLESS OTHERWISE NOTED.
— GB
TT GROUNDING BUSBAR
B COMBINATION FUSED MAGNETIC MOTOR STARTER COMPLETE WITH "HAND—OFF—AUTO” SELECTOR SWITCH AND RED "RUN”
PILOT LIGHT IN COVER. NEMA SIZE O CONTACTS AND NEMA 1 ENCLOSURE MINIMUM UNLESS OTHERWISE NOTED.
VARIABLE SPEED MOTOR CONTROLLER — (REFER TO SPECIFICATIONS SECTION 262911).
$r 120V—1¢ OR 277V—1¢ (AS REQUIRED) MANUAL MOTOR STARTER WITH INTEGRAL OVERLOAD PROTECTION
$Taon  120v—16 OR 277V—1s (AS REQUIRED) MOTOR STARTER COMPLETE WITH INTEGRAL OVERLOAD PROTECTION AND
"HAND—OFF—AUTO” SELECTOR SWITCH.
$u 120V-1¢ OR 277V—1¢ (AS REQUIRED) LOCKABLE MANUAL SWITCH (NO THERMAL OVERLOADS).
[ CONTROLLER FURNISHED WITH EQUIPMENT.
ORO] JUNCTION BOX, CEILING OR WALL MOUNTED, 4” SQ. WITH GROUND LUG, UNLESS OTHERWISE NOTED. COORDINATE
MOUNTING LOCATION WITH EQUIPMENT.
SC — SINK STATION CONTROLS. CONNECT PER MANUFACTURES WIRING DIAGRAM.
CP — MECHANICAL EQUIPMENT CONTROL PANEL. CONNECT PER MANUFACTURES WIRING DIAGRAM.
EWC— ELECTRIC WATER COLOR. PROVIDE GFCI BREAKER.
NO. OF CCTS ( ) )
IN CONDUIT BRANCH CIRCUIT HOME RUN TO PANEL — ARROWHEADS INDICATE CIRCUITS. WIRE INDICATED ARE GREEN N N
— GROUND, SEPARATE NEUTRALS (SHARED NEUTRALS ARE NOT PERMITTED FOR BRANCH CIRCUITS) AND ( 1/ ) CIRCUIT NUMBER CIRCUIT NUMBER
VmE #SgEWG \ THREE HOT LEGS (A DIFFERENT PHASE FOR EACH CIRCUIT) MAXIMUM THREE CIRCUITS PER CONDUIT. \
(MIN. ) s 3/4" MINIMUM CONDUIT WITH WIRE SIZE INDICATED ON DRAWING ("XX” INDICATES AWG SIZE). ALL PROVIDE BLANKS FOR UNUSED PORTS.
N POWER WIRING SHALL BE STRANDED COPPER CONDUCTORS WITH THHN/THWN INSULATION. PROVIDE / / PANEL (SOURCE) P2BC1A-2 PANEL (SOURCE) C2BC1A-2
SEPARATE EQUIPMENT GROUNDING CONDUCTOR (SAME SIZE AS PHASE AND NEUTRAL, UNLESS P P
PHASE _/ OTHERWISE NOTED) FOR EACH CONDUIT. CONDUIT WIRE FILLS SHALL BE IN ACCORDANCE WITH LATEST I B I PROVIDE 1/4" ENGRAVED ————] PROVIDE 1/4" ENGRAVED ————
CONDUCTORS NATIONAL ELECTRIC CODE. LETTERING. LETTERING WITH RED
BACKEFILL.
NEUTRALS — — ~———4—PORT WALLPLATE WITH LABEL WINDOWS o o
GROUND O CONDUIT UP -"\ir'— _HE‘_'_ (COORDINATE COLOR WITH ARCHITECT).
IVORY IVORY
® CONDUIT DOWN AN ORANGE CAT 6 DATA MODULE CONNECTED TO WALL PLATE == D WALL PLATE == (:)
— ANDOVER/TRIDIUM NETWORK SWITCH WITH CAT 6
CABLE. PROVIDE SEPARATE CAT 6 CABLE FOR
(1EA23D / (1EA24D) EACH DATA MODULE.
NS N
LOW VOLTAGE WIRING 4 N
NORMAL EMERGENCY
— —LV— —  UNSHIELDED PLENUM CABLE WITH A RATING OF CL2P OR BETTER 1EA?-BD/ \—1EN!4D s —
[ RECEPTACLE RECEPTACLE
] CLOSET PATCH PANEL PORT # D=DATA CLOSET PATCH PANEL PORT # D=DATA
GENERAL NOTES:
1. COORDINATE LABELING SEQUENCE AND FORMAT WITH VA COR. 1. RECEPTACLE DETAILS ARE TYPICAL FOR WALL SWITCH.
2. STICK-ON LABELS ARE NOT ACCEPTABLE.
3. REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.
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